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Melfred Borzall’s Multiple Micro Duct Puller is a quality tool that is 
built to last. The MMDP is made from high quality US alloy steel in 
an American manufacturing shop with over 75 years of experience. 
It is designed for a simple yet reliable means of operation. 
 
The body employs smooth profiles to eliminate stress 
concentrations, reducing the risk of cracking. The inside profile has 
an outline to match the pipe profile, preventing rotation, and 
ensuring proper alignment with the screws. Each screw is 
strategically oriented to grip the internal ducts, not the voids. All 
required hardware is included in the package.   
 
Here at Melfred Borzall, we’ve thought of everything so that you get 
the most out of your tooling. 

Important! Read and understand the manufacturer’s 
manual(s) for the directional drilling machine, 
locating equipment and all attachments 
including additional safety manual(s) provided 
with this tool. 

 

 Danger! 
Do not use a pipe wrench to remove directly 
coupled tools.  The rod could rotate causing the 
device to strike you causing serious injury or 
death.  

 Danger! 
Stay clear of rotating drill stem and tooling.  
You can become caught in the rotating drill stem 
or tooling causing serious injury or death. 

 

 Danger! 
Do not wear loose clothing.  Loose articles of 
clothing can become tangled around the drill 
stem or tooling causing serious injury or death. 
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In The Box 

 

 
 

 

 

ID Part Number Description REQ SPARE 

1 MMDP Multiple Micro Duct Puller 1 - 

2 SCREW High Strength Stainless Steel Screw  7 7 

3 HSDA-3/8 3/8” Hex Shank Drive Adapter 1 - 

4 Socket 3/8-12 3/8”-12 Socket 1 - 
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General Precaution 
1. Lock out the drilling machine, 

following the manufacturer’s 
instructions, before doing any 
work to tools or drill stem. 
  

2.  Begin by protecting the inside of 
each micro duct by applying duct 
tape to the endcaps.   
 
NOTE: The image at right does 
not show any duct tape. 

 
3.  Next, slide the puller over the 

future path until the inside end 
meets with the edge of the 
future path.   
 
NOTE: This step is only possible if 
the UNIQUE profiles are aligned.  

4.  Using a 3/8” socket and electric 
drill, insert the provided screws 
in their designated areas. 
 
NOTE: Overtightening the screws 
will strip the threads and lose 
engagement with the internal 
ducts.    

6.  When the bore is complete, 
remove the components from 
the puller and clean all parts 
thoroughly. 
 

 

 


