f#xE  INTRODUCING THE TRI-CON ©

%ﬁﬁ] Threadless Drilling System For HDD

Tri-Con” features an innovative, patent-pending design with a rounded triangular shape. If's shape efficiently transfers the

rotary tarque, but without the sharp corners and siress cancentrations of splined connections. The Tri-Con” shape has shown

longer life than other threadless connection types.

TRI-CON™ SYSTEM FEATURES:

Faster & easier te swap out tooling for a pilot shot or pullback — no breakout

wrench need

Hbihi}-‘ to ream & pu|||:u3|:l: -::firecﬂg,-' fram the transmitter h-jl_lsing

Transmitter housing has a standard APl connection for quick-connect systems

Eliminate the need for starter rods and -:J-ﬂc:ph:rs in some ::lpp|i|:::|1ic-r1::

DESIGNED FOR UPTO
30,000-POUND CLASS RIGS

Versatile tooling options:

3-%4" DigiTrak” compatible housing

3-%4" SubSite® compatible housing

4-1%4" & 5" Iran Fist bits

4-1%" & 5" Eagle Claw bits

6x¥2", 5x12mm, and &x 16mm bolt pattern bit
bodies with our patented Pit Bull* option
Compact Tornado-style reamers
CompactJuggernaut-style reamers

Compact packer barrel reamers

Tri-Con™ pulling eye & various adapters

4 cles@melfredborzall.com | 800.558.7500 | 805.73

The Tri-Con Connection is Patent Pending
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CONNECTING THE FUTURE OF HDD

"

HEAVY-DUTY COILED PINS

Twio of the toughest industrial strength heavy-duty
coiled pins ensure the fightest hald yet easiest

disconnect as possible.

GREATER
CONTACT AREA

The deep-seated contact with the
body provides a more stable hold
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than many other systems.
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~— ROUNDED CORNERS = LESS STRESS

There are less shqrp edges or rig ht an g|es that often contribute to -

stress fracture points which means longer drilling with less downtime. =
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FASTER
PILOT BORES

When fime = production co ed motters. Tri-Con's
patent-pending quick bit connection for Eagle Claw
and Iron Fist bits can decrease breakout & make-

up fime, and cur bit bodies provide versatility.

Convert the housing to a bolt-on in a snap

when a job's ground condition calls for o

directienal blade.

QUICKER
BACKREAMING

Traditional backreaming is much faster
without having to thread heavy reamers.
We have engineered special compact-style
reamers that are patterned after our best-
selling Tornade & Juggernaut reamers. There
is also a hardfaced-only (toothless) packer
opfion for swabbing the hole.

©O&

DIRECT
PULLBACK

There's no question that direct pullback will decrease
your preduction time if the job condition’s allow. Our
Tri-Con™ transmitter housings are FastBa ystem
ready to attach cutter blocks and go! Don't forget to

add a Tri-Con” pulling eye o your next order with

your Melfred Borzall salespersonl
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